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UTILITY AND GOVERNING AGENCY CONTACTS

SITE

STREETS
NAME LENGTH (LF±)

WALSH COURT 583

BYRNE STREET 898

DOYLE COURT 112

LYNCH LANE 368

COLLINS DRIVE 1,099

NOLAN COURT 489

QUINN LANE 773

                                         LEGAL DESCRIPTION

NORTH

COURTYARDS OF
WESTFIELD

PRIMARY PLAT/DEVELOPMENT PLAN
EPCON WESTFIELD, L.L.C.

COURTYARDS OF WESTFIELD PUD ZONING
SW CORNER OF 151ST AND TOWNE ROAD

PROJECT TEAM
ROLE COMPANY ADDRESS PHONE

NUMBER EMAIL CONTACT

DEVELOPER/OWNER EPCON WESTFIELD, L.L.C. 500 STONEHENGE PARKWAY
DUBLIN, OH 43015 (317) 507-0328 blongfellow@epconcommunities.com BROOKS LONGFELLOW

CIVIL ENGINEER KIMLEY-HORN & ASSOCIATES, INC. 250 E. 96TH ST., STE 580,
INDIANAPOLIS, IN 46240 (317) 912-4129 brett.huff@kimley-horn.com BRETT HUFF

GEOTECHNICAL ENGINEER

ENVIRONMENTAL ENGINEER

LANDSCAPE ARCHITECT EMH&T 5500 NEW ALBANY ROAD
COLUMBUS, OH 43054 (614) 775-4710 lmenerey@emht.com LINDA MENEREY

LAND SURVEYOR SCHNEIDER GEOMATICS 8901 OTIS AVENUE, STE 100,
INDIANAPOLIS, IN 46216 (317) 826-7121 sreeves@schneidergeomatics.com STEVEN REEVES
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DEVELOPMENT STANDARDS
COURTYARDS OF WESTFIELD

ZONING: PUD ORDINANCE 20-39 ADOPTED JANUARY 6, 2021

LOTS: 89

MIN. LOT AREA 6,000 SF

MIN. LOT WIDTH 52 FEET

MIN. FRONT STEBACK

DISTANCE FROM GARAGE DOOR TO
RIGHT-OF-WAY LINE - 20 FEET.
DISTANCE FROM FRONT PORCH, FRONT
DOOR, OR COURTYARD FENCE - 10 FEET

MIN. LOT FRONTAGE 35 FEET

MIN. SIDE SETBACK 5 FEET (10 FEET BETWEEN DWELLING UNITS)

MIN. REAR SETBACK 20 FEET

MAX. BUILDING HEIGHT 1-1/2 STORIES C
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C.A. #1-1

C.A. #1-2

C.A. #1-3

SITE

SHEET LIST INDEX

SHEET
NUMBER SHEET TITLE

C100 COVER SHEET

C101 EXISTING CONDITIONS

C102 PRIMARY PLAT

C103 PRIMARY PLAT

C104 PRIMARY PLAT

C200 DEVELOPMENT PLAT

C201 DEVELOPMENT PLAT

C202 DEVELOPMENT PLAT

L100 LANDSCAPE BUFFER PLAN

L101 LANDSCAPE BUFFER PLAN

L102 LANDSCAPE BUFFER PLAN

L200 STREET TREE PLAN

L201 STREET TREE PLAN

L202 STREET TREE PLAN

L300 AMENITY AREA
ENLARGEMENT

L301 TOWNE ROAD ENTRY
ENLARGEMENT

L302 151ST STREET ENTRANCE
ENLARGEMENT

L303 SEATING AREA
ENLARGEMENTS

L400 LANDSCAPE DETAILS

C.A. #1-4

C.A. #1-5
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PRIMARY PLAT

COURTYARDS OF WESTFIELD PUD ZONING

NOTES
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21 LOT NUMBER

B.S.L. BUILDING SETBACK LINE

D.&U.E. DRAINAGE & UTILITY EASEMENT

S.S.E. SANITARY SEWER EASEMENT

T.O.B.E.          TOP OF BANK EASEMENT

R/W RIGHT OF WAY

VAR. VARIABLE

STREET LIGHT
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COURTYARDS OF WESTFIELD
PRIMARY PLAT

COURTYARDS OF WESTFIELD PUD ZONING
SW CORNER OF 151ST AND TOWNE ROAD

DEVELOPMENT STANDARDS
COURTYARDS OF WESTFIELD

ZONING: PUD ORDINANCE 20-39 ADOPTED JANUARY 6, 2021

LOTS: 87

MIN. LOT AREA 6,000 SF

MIN. LOT WIDTH 52 FEET

MIN. FRONT STEBACK

DISTANCE FROM GARAGE DOOR TO
RIGHT-OF-WAY LINE - 20 FEET.
DISTANCE FROM FRONT PORCH, FRONT
DOOR, OR COURTYARD FENCE - 10 FEET

MIN. LOT FRONTAGE 35 FEET

MIN. SIDE SETBACK 5 FEET (10 FEET BETWEEN DWELLING UNITS)

MIN. REAR SETBACK 20 FEET

MAX. BUILDING HEIGHT 1-1/2 STORIES

NOTES



S89°56'45"W
34.00'

C4
1

S22°48'29"E

63.70'

C40

C46

80'

80'

73'

42'

80
'

42'

73
'

42'

80'

42
'

80'

42
'

80'

42
'

80'

42
'

80'

42
'

80'

42
'

80'

42
'

68'

42
'

80'

42
'

80'

42
'

80'

42'

80
'

42'

80
'

42'

80
'

73.90'

59
.5
7'

83.39'

44'42'

80
'

80
'

C
O

U
R

TY
AR

D
S 

O
F

W
ES

TF
IE

LD
©

NORTH

M
AT

C
H

LI
N

E 
- S

EE
 S

H
EE

T 
C

10
2

C103

PR
IM

AR
Y 

PL
AT

LEGEND

21 LOT NUMBER

B.S.L. BUILDING SETBACK LINE

D.&U.E. DRAINAGE & UTILITY EASEMENT

S.S.E. SANITARY SEWER EASEMENT

T.O.B.E.          TOP OF BANK EASEMENT

R/W RIGHT OF WAY

VAR. VARIABLE

STREET LIGHT

NOTES

DEVELOPMENT STANDARDS
COURTYARDS OF WESTFIELD

ZONING: PUD ORDINANCE 20-39 ADOPTED JANUARY 6, 2021

LOTS: 87

MIN. LOT AREA 6,000 SF

MIN. LOT WIDTH 52 FEET

MIN. FRONT STEBACK

DISTANCE FROM GARAGE DOOR TO
RIGHT-OF-WAY LINE - 20 FEET.
DISTANCE FROM FRONT PORCH, FRONT
DOOR, OR COURTYARD FENCE - 10 FEET

MIN. LOT FRONTAGE 35 FEET

MIN. SIDE SETBACK 5 FEET (10 FEET BETWEEN DWELLING UNITS)

MIN. REAR SETBACK 20 FEET

MAX. BUILDING HEIGHT 1-1/2 STORIES

COURTYARDS OF WESTFIELD
PRIMARY PLAT

COURTYARDS OF WESTFIELD PUD ZONING
SW CORNER OF 151ST AND TOWNE ROAD

NOTES
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B.S.L. BUILDING SETBACK LINE

D.&U.E. DRAINAGE & UTILITY EASEMENT

S.S.E. SANITARY SEWER EASEMENT

T.O.B.E.          TOP OF BANK EASEMENT

R/W RIGHT OF WAY

VAR. VARIABLE

STREET LIGHT

NOTES

DEVELOPMENT STANDARDS
COURTYARDS OF WESTFIELD

ZONING: PUD ORDINANCE 20-39 ADOPTED JANUARY 6, 2021

LOTS: 87

MIN. LOT AREA 6,000 SF

MIN. LOT WIDTH 52 FEET

MIN. FRONT STEBACK

DISTANCE FROM GARAGE DOOR TO
RIGHT-OF-WAY LINE - 20 FEET.
DISTANCE FROM FRONT PORCH, FRONT
DOOR, OR COURTYARD FENCE - 10 FEET

MIN. LOT FRONTAGE 35 FEET

MIN. SIDE SETBACK 5 FEET (10 FEET BETWEEN DWELLING UNITS)

MIN. REAR SETBACK 20 FEET

MAX. BUILDING HEIGHT 1-1/2 STORIES

COURTYARDS OF WESTFIELD
PRIMARY PLAT

COURTYARDS OF WESTFIELD PUD ZONING
SW CORNER OF 151ST AND TOWNE ROAD

NOTES
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COURTYARDS OF WESTFIELD
DEVELOPMENT PLAN

COURTYARDS OF WESTFIELD PUD ZONING
SW CORNER OF 151ST AND TOWNE ROAD
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21      LOT NUMBER

B.S.L. BUILDING SETBACK LINE

D.&U.E. DRAINAGE & UTILITY EASEMENT

S.S.E. SANITARY SEWER EASEMENT

T.O.B.E.          TOP OF BANK EASEMENT

R/W RIGHT OF WAY

VAR. VARIABLE

STREET LIGHT

DEVELOPMENT STANDARDS
COURTYARDS OF WESTFIELD

ZONING: PUD ORDINANCE 20-39 ADOPTED JANUARY 6, 2021

LOTS: 87

MIN. LOT AREA 6,000 SF

MIN. LOT WIDTH 52 FEET

MIN. FRONT STEBACK

DISTANCE FROM GARAGE DOOR TO
RIGHT-OF-WAY LINE - 20 FEET.
DISTANCE FROM FRONT PORCH, FRONT
DOOR, OR COURTYARD FENCE - 10 FEET

MIN. LOT FRONTAGE 35 FEET

MIN. SIDE SETBACK 5 FEET (10 FEET BETWEEN DWELLING UNITS)

MIN. REAR SETBACK 20 FEET

MAX. BUILDING HEIGHT 1-1/2 STORIES

NOTES
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21      LOT NUMBER

B.S.L. BUILDING SETBACK LINE

D.&U.E. DRAINAGE & UTILITY EASEMENT

S.S.E. SANITARY SEWER EASEMENT

T.O.B.E.          TOP OF BANK EASEMENT

R/W RIGHT OF WAY

VAR. VARIABLE

STREET LIGHT

DEVELOPMENT STANDARDS
COURTYARDS OF WESTFIELD

ZONING: PUD ORDINANCE 20-39 ADOPTED JANUARY 6, 2021

LOTS: 87

MIN. LOT AREA 6,000 SF

MIN. LOT WIDTH 52 FEET

MIN. FRONT STEBACK

DISTANCE FROM GARAGE DOOR TO
RIGHT-OF-WAY LINE - 20 FEET.
DISTANCE FROM FRONT PORCH, FRONT
DOOR, OR COURTYARD FENCE - 10 FEET

MIN. LOT FRONTAGE 35 FEET

MIN. SIDE SETBACK 5 FEET (10 FEET BETWEEN DWELLING UNITS)

MIN. REAR SETBACK 20 FEET

MAX. BUILDING HEIGHT 1-1/2 STORIES

COURTYARDS OF WESTFIELD
DEVELOPMENT PLAN

COURTYARDS OF WESTFIELD PUD ZONING
SW CORNER OF 151ST AND TOWNE ROAD
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21      LOT NUMBER

B.S.L. BUILDING SETBACK LINE

D.&U.E. DRAINAGE & UTILITY EASEMENT

S.S.E. SANITARY SEWER EASEMENT

T.O.B.E.          TOP OF BANK EASEMENT

R/W RIGHT OF WAY

VAR. VARIABLE

STREET LIGHT

DEVELOPMENT STANDARDS
COURTYARDS OF WESTFIELD

ZONING: PUD ORDINANCE 20-39 ADOPTED JANUARY 6, 2021

LOTS: 87

MIN. LOT AREA 6,000 SF

MIN. LOT WIDTH 52 FEET

MIN. FRONT STEBACK

DISTANCE FROM GARAGE DOOR TO
RIGHT-OF-WAY LINE - 20 FEET.
DISTANCE FROM FRONT PORCH, FRONT
DOOR, OR COURTYARD FENCE - 10 FEET

MIN. LOT FRONTAGE 35 FEET

MIN. SIDE SETBACK 5 FEET (10 FEET BETWEEN DWELLING UNITS)

MIN. REAR SETBACK 20 FEET

MAX. BUILDING HEIGHT 1-1/2 STORIES

COURTYARDS OF WESTFIELD
DEVELOPMENT PLAN

COURTYARDS OF WESTFIELD PUD ZONING
SW CORNER OF 151ST AND TOWNE ROAD
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Buffer Yards A and B
External street frontage landscape areas, Buffer Yards A and B shall include a minimum width of thirty (30)
feet and may be included within the Lots. Black four-rail horse fence shall be installed along the
right-of-way. The following plantings shall also be installed per one hundred (100) feet of external street
frontage (The following planting quantities represent minimums to be installed. Additional plantings shall
be permitted): four (4) evergreen trees, three (3) shade trees and three (3) ornamental trees. Street Trees
along external streets shall be required subject to approval by the Department of Public Works Director.

Clubhouse and Southern Cul-de-Sac Buffer Yard
Buffer yard landscaping required along the southernmost property line (the southern property line closest
to the Clubhouse Amenity Area) and the east property line of the Real Estate, along the rear property lines
of the southernmost cul-de-sac lots, shall include a minimum buffer width of thirty (30) feet and may be
included within the Lots. One of the two following buffer planting options shall be installed. The quantities
of plant materials set forth in this paragraph shall be installed per one hundred (100) linear feet of buffer
yard.

§ Option 1: four (4) shade trees, four (4) evergreen trees and ten (10) shrubs.
§ Option 2: eight (8) evergreen trees. The planting quantities represented herein are the minimums to

be installed.
Additional plantings shall be permitted.

Buffer Yard C
Buffer yard landscaping required between adjacent residential land uses along certain portions of the
south and west property lines of the Real Estate shall be provided in accordance with the buffer widths
shown on the Buffer Yards Plan and may be included within the Lots. Mechanical equipment for the
Dwellings shall be permitted to encroach in the Buffer Yard. The following plantings shall be installed per
one hundred (100) feet of buffer yard (The following planting quantities represent minimums to be installed.
Additional plantings shall be permitted): four (4) shade trees, four (4) evergreen trees and ten (10) shrubs.

4- Rail Black Horse Fence - (See Detail Sheet L400)

*
PLANT SCHEDULE OPEN SPACE

Additional Landscaping
Three (3) additional evergreen trees shall be installed in substantial compliance with the location identified
on the Concept Plan and Limited access to adjoining property.

6' Tall Privacy Fence - (See Detail Sheet L400) No rear doors on units or rear courtyard gates permitted.

Cross Buck Fence - (See Detail Sheet L302)

GATE REQUIRED
BY GAS COMPANY
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Buffer Yards A and B
External street frontage landscape areas, Buffer Yards A and B shall include a minimum width of thirty (30)
feet and may be included within the Lots. Black four-rail horse fence shall be installed along the
right-of-way. The following plantings shall also be installed per one hundred (100) feet of external street
frontage (The following planting quantities represent minimums to be installed. Additional plantings shall
be permitted): four (4) evergreen trees, three (3) shade trees and three (3) ornamental trees. Street Trees
along external streets shall be required subject to approval by the Department of Public Works Director.

Clubhouse and Southern Cul-de-Sac Buffer Yard
Buffer yard landscaping required along the southernmost property line (the southern property line closest
to the Clubhouse Amenity Area) and the east property line of the Real Estate, along the rear property lines
of the southernmost cul-de-sac lots, shall include a minimum buffer width of thirty (30) feet and may be
included within the Lots. One of the two following buffer planting options shall be installed. The quantities
of plant materials set forth in this paragraph shall be installed per one hundred (100) linear feet of buffer
yard.

§ Option 1: four (4) shade trees, four (4) evergreen trees and ten (10) shrubs.
§ Option 2: eight (8) evergreen trees. The planting quantities represented herein are the minimums to

be installed.
Additional plantings shall be permitted.

Buffer Yard C
Buffer yard landscaping required between adjacent residential land uses along certain portions of the
south and west property lines of the Real Estate shall be provided in accordance with the buffer widths
shown on the Buffer Yards Plan and may be included within the Lots. Mechanical equipment for the
Dwellings shall be permitted to encroach in the Buffer Yard. The following plantings shall be installed per
one hundred (100) feet of buffer yard (The following planting quantities represent minimums to be installed.
Additional plantings shall be permitted): four (4) shade trees, four (4) evergreen trees and ten (10) shrubs.

4- Rail Black Horse Fence - (See Detail Sheet L400)

* Additional Landscaping
Three (3) additional evergreen trees shall be installed in substantial compliance with the location identified
on the Concept Plan and Limited access to adjoining property.

6' Tall Privacy Fence - (See Detail Sheet L400) No rear doors on units or rear courtyard gates permitted.

Cross Buck Fence - (See Detail Sheet L302)
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Buffer Yards A and B
External street frontage landscape areas, Buffer Yards A and B shall include a minimum width of thirty (30)
feet and may be included within the Lots. Black four-rail horse fence shall be installed along the
right-of-way. The following plantings shall also be installed per one hundred (100) feet of external street
frontage (The following planting quantities represent minimums to be installed. Additional plantings shall
be permitted): four (4) evergreen trees, three (3) shade trees and three (3) ornamental trees. Street Trees
along external streets shall be required subject to approval by the Department of Public Works Director.

Clubhouse and Southern Cul-de-Sac Buffer Yard
Buffer yard landscaping required along the southernmost property line (the southern property line closest
to the Clubhouse Amenity Area) and the east property line of the Real Estate, along the rear property lines
of the southernmost cul-de-sac lots, shall include a minimum buffer width of thirty (30) feet and may be
included within the Lots. One of the two following buffer planting options shall be installed. The quantities
of plant materials set forth in this paragraph shall be installed per one hundred (100) linear feet of buffer
yard.

§ Option 1: four (4) shade trees, four (4) evergreen trees and ten (10) shrubs.
§ Option 2: eight (8) evergreen trees. The planting quantities represented herein are the minimums to

be installed.
Additional plantings shall be permitted.

Buffer Yard C
Buffer yard landscaping required between adjacent residential land uses along certain portions of the
south and west property lines of the Real Estate shall be provided in accordance with the buffer widths
shown on the Buffer Yards Plan and may be included within the Lots. Mechanical equipment for the
Dwellings shall be permitted to encroach in the Buffer Yard. The following plantings shall be installed per
one hundred (100) feet of buffer yard (The following planting quantities represent minimums to be installed.
Additional plantings shall be permitted): four (4) shade trees, four (4) evergreen trees and ten (10) shrubs.

Additional Landscaping
Three (3) additional evergreen trees shall be installed in substantial compliance with the location identified
on the Concept Plan and Limited access to adjoining property.

4- Rail Black Horse Fence - (See Detail Sheet L400)

6' Tall Privacy Fence - (See Detail Sheet L400) No rear doors on units or rear courtyard gates permitted.

* Cross Buck Fence - (See Detail Sheet L302)*

BUFER YARD C
TYPICAL-NOT TO SCALE

PROPOSED PER 100':
(4) SHADE TREES

(4) EVERGREEN TREEES
(10) SHRUBS

6' PRIVACY FENCING BETWEEN HOMES

BUFFER YARD A
TYPICAL -NOT TO SCALE

PROPOSED PER 100' :
(3) SHADE TREES

(4) EVERGREEN TREEES
(3) ORNAMENTAL TREES

BUFFER YARD B
TYPICAL-NOT TO SCALE

PROPOSED PER 100' :
(4) RAIL HORSE FENCE

(3) SHADE TREES
(4) EVERGREEN TREEES

(3) ORNAMENTAL TREES

**
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PLANT SCHEDULE L201

STREET

SIDEWALK
R/W

TREE LAWN

Typical Street Tree Location Detail
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CLUB HOUSE

POOL

LAWN

POOL
DECK

ARTIFICIAL TURF (TYP.)

LAWN

LAWN

LAWN

TRASH/RECYCLING BINS
VINYL FENCE

(SEE TYPICAL BELOW)

HVAC / POOL
EQUIPMENT

VINYL FENCE
(SEE TYPICAL BELOW)

POOL FENCE
PER LOCAL
STANDARDS
SEE DETAIL
SHEET L400

PICKLE BALL COURT

SIDEWALK

TRASH ENCLOSURE (TYP.)

HVAC/POOL EQUIPMENT ENCLOSURE (TYP.)

ARTIFICIAL TURF (TYP.)

PLANT SCHEDULE AMENITY AREA

PICKLEBALL (TYP.)

6' TALL
BLACK COATED
CHAIN LINK
 FENCE

SEATING AREA WITH
BENCH AND PERGOLA

STREET TREES ACCOUNTED FOR
ON SHEET L200-202
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8' PATH

CROSS BUCK HORSE FENCE
SEE DETAIL SHEET L302

4 RAIL HORSE FENCE
SEE DETAIL SHEET L400

STREET TREES ACCOUNTED FOR
ON SHEET L200-202

SIGN DETAIL

ENTRY SIGN
SEE DETAIL (THIS SHEET)
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5' 
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TOWNE ROAD

PLANT SCHEDULE TOWN ROAD ENTRY

LAWN

LAWN

LAWN
LAWN

STREET TREES ACCOUNTED FOR
ON SHEET L200-202
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PLANT SCHEDULE 151ST STREET ENTRY

8' PATH

CROSS BUCK HORSE FENCE
SEE DETAIL SHEET L302

4 RAIL HORSE FENCE
SEE DETAIL SHEET L400

STREET TREES ACCOUNTED FOR
ON SHEET L200-202

8' PATH

5' 
SI

DE
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K

5' 
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W

AL
K

151ST STREET

Black Cross Buck Fence
(Black Finish)

Plan View

6" 6"

1"X6" FACE BOARD

1"X6" RAIL
(ALL RAILS)

FINISHED
GRADE

±8' O.C.

±8' O.C.

6" ROUND POST-
FLAT ON ONE SIDE
1" X 6"
FACE
BOARD

LAWN

LAWN

LAWN

LAWN

ENTRY SIGN
SEE DETAIL L301
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SEATING AREA
WITH BENCH AND
PERGOLA

LAWN

PLANT SCHEDULE SEATING AREA 2

PLANT SCHEDULE SEATING AREA 1

PLANT SCHEDULE SEATING AREA 3

PLANT SCHEDULE SEATING AREA 4

1

LAWN

LAWN LAWN
LAWN
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5' SIDEWALK

5' SIDEWALK

PERGOLA

2
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SEATING AREA
WITH BENCH AND
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SEATING AREA
WITH BENCH AND
PERGOLA

SEATING AREA
WITH BENCH AND

PERGOLA
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Rootball Preparation

Deciduous Tree Planting

Shrub Planting Planting Bed Edge

Rootball Setting

GENERAL NOTES

1. Prior to installation, the landscape contractor shall inspect the general site conditions and verify the
subgrade, elevations, utility locations and topsoil provided by general contractor. The landscape contractor
shall notify the general contractor of  any unsatisfactory conditions and work shall not proceed until such
conditions have been corrected and are acceptable to the landscape contractor.

2. All plants shall meet or exceed standards set in the American Standard for Nursery Stock, ANSI Z60.1,
current edition. All plants shall equal or exceed the measurements and sizes specified in the schedule.

3. Substitutions shall only be permitted with notification and written approval from the Owner. Substituted
material shall be equivalent or greater in size than the specified plant. Substituted plants shall have the
same essential characteristics and growth habit of the specified plant.

4. Confirm location of all utilities and subsurface drain lines prior to plant installation.
5. A pre-installation conference shall be conducted prior to planting operations with Owner and Contractor

present.
6. Contractor may slightly field adjust plant locations as necessary to avoid utilities. Finished planting beds

shall be graded to provide positive drainage.
7. Irrigation system, if applicable, shall be complete and operational prior to landscape planting.
8. Contractor shall repair all lawn areas disturbed during construction with seed and warrant a healthy, weed

free lawn prior to project acceptance.
9. Seed all areas within contract limits that are not covered by paving, buildings or planting beds unless

otherwise noted. Seeding shall not begin until area has received topsoil and finished grade.
10. Mulch planting beds with shredded hardwood mulch of  uniform dark brown color. It shall be free of  twigs,

leaves, disease, pest or other material unsightly or injurious to plants. Average applied thickness shall be 3"
depth.  Mulch hedges in a continuous bed.

11. Planting beds shall be covered with pre-emergent herbicide applied at product specified rate unless
otherwise noted.

12. Bed edge shall be smooth, consistent, hand trenched 4" deep and "V" shaped unless otherwise noted. All
excavated material shall be removed from the bed edge and planting bed.

13. All planting bed edges to be smooth flowing arcs or straight lines as shown on plan. Plant locations and
layout of beds shall be located by Contractor and approved by Landscape Architect prior to planting.

14. Install all plants in accordance with planting details and specifications.
15. Parking lot and street trees shall have a clear canopy height of 6' min.
16. Trees shall be placed a minimum of 3' from sidewalks and curbs.
17. Planting Mix shall be blended, manufactured soil consisting of  three (3) parts topsoil, one (1) part compost,

one (1) part sand. Topsoil shall be per ASTM D5268, ph range of  5.5 to 7, min. 4 percent organic material,
free of  stones and soil clumps 3/4 inch and larger. Compost shall be yard waste compost from an EPA rated
Class IV compost facility or Com-til compost from City of  Columbus Department of  Public Utilities. Sand
shall be per Item ASTM C33. Proprietary manufactured Planting Mix such as Kurtz Bros. Professional
Blend or Jones SuperSoil may be used. Submit product data for review by Owner. Place Planting Mix in
settled 6 inch lifts.

18. Mix Mycorrhizal Fungi into Planting Mix during placement of  Planting Mix. Application rate shall be
according to manufacturer's written recommendations. Mycorrhizal Fungi shall be a dry, granular inoculant
containing vesicular-arbuscular mycorrhizal fungi and ectomycorrhizal fungi.

19. Excavate planting beds to a depth of  12 inches, unless otherwise indicated. Roto-til subgrade of  excavation
to a depth of  4 inches, unless otherwise indicated. Incorporate a 6 inch lift of  planting mix into subrade.
Place remaining Planting Mix in settled 6 inch lifts.

20. Planting beds, including mulch, shall be no higher than 6 inches above adjacent grade and shall not impede
surface drainage.

21. Lawn areas shall be backfilled with Planting Mix to a minimum settled thickness of  6 inches. Roto-Til
subgrade below lawns to a depth of  4 inches, unless otherwise indicated, prior to placement of  Planting
Mix.

22. Composition and application rate of  lawn fertilizer shall be sufficient to amend soil according to
recommendations of  a qualified soil testing agency. Submit soil test results and amendment
recommendations to Owner. Lawn fertilizer shall be in a dry granular form.

23. Contractor to determine plant list quantities from the plan. Graphic representation on plan supersedes in
case of discrepancy with quantities on schedule.

24. Any item or areas damaged during construction shall be repaired or replaced to its original condition at the
contractor expense.

25. Contractor shall thoroughly water all plants at time of  installation and as needed until project acceptance by
owner. Contractor shall guarantee all plants installed (except annuals) for one full year from date of
acceptance by the Owner. All plants shall be alive and at a vigorous rate of  growth at the end of  the
guarantee period.

26. All annuals to be provided by Contractor from available seasonal stock.
27. Lawn seed mix shall proportioned by weight as follows: 10 percent NuBlue or Blue Chip Kentucky

Bluegrass; 10 percent Caddieshack or GoalKeeper Perennial Ryegrass; 80 percent Quest, Inferno, Arid 3
and/or Pixie Tall Fescue (select 2). Sodded lawns shall match seeded lawns. Seeding rate shall be 8 to 10
pounds per 1000 square feet.

28. Lawn seed shall not have less than 98 percent purity and not have less than 90 percent germination.

Rootball Preparation

Typical 6' Bench

4 Rail Horse Fence
Painted Black

4 Rail Horse Fence
8" X 8" Post Condition Painted Black

Artificial Turf

71 3/8"
PICKET SPACING PER LOCAL REQUIREMENTS

HEIGHT PER

LOCAL REQ.

.625" x .625" PICKET 1.00" x 1.25" CHANNEL

Decorative  Pool Aluminum Fence (At Clubhouse) Vinyl Privacy Fence (On Rear of Lots)

Pete.White
Text Box
1. ALL STREET TREES ARE TO MATCH THE CURRENT CITY OF WESTFIELD MASTER TREE LIST.

2. STREET TREES SHALL NOT BE WITHIN 4 FEET OF ANY PAVEMENT.

3. THERE SHALL BE NO TREES WITHIN 10 FEET OF ANY STORM SEWER INCLUDING SSD.
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